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NOTES: 0330-105

DRILL AND ADHESIVE

ANCHOR REINF INTO

EXST CONC

OR PROVIDE

STD HOOKS AT

EMBEDDED CONCRETE

FOR "B"=10" OR THICKER, USE 2 LAYERS OF REINFORCING, TURN HORIZONTAL

BARS 90° TO HOOK AROUND VERTICALS            , 1 1/2" CLEAR OF CONCRETE

FOR ELEVATION,

SEE PLAN

CONCRETE SLAB

#3 BARS

2 LAYERS OF ROOFING

FELT SECURE TIGHT

TO PIPE DURING

POURING

#5@12", EXTEND

TO 1 1/2" CLR

AT TOP OF CONCRETE

#5@12" MAX

VERTICAL

SPACING

 

12"<

24" <

36" <

D

D

D

D

< 12"

< 24

< 36"

< 48"

THICKNESS "B" OF SADDLE

B = 6" WHEN:

B = 8" WHEN:

B = 10" WHEN:

B = 12" WHEN:

' CH2M HILL

i0330-061.dgn 9/16/2009

NTS

G-TTLB-TEXT, G-TTLB-SCND, G-TTLB-OTLN, G-TTLB-NOTE AND G-TTLB-LOGO IN THE ACTIVE FILE WHEN PLOTTING

 

 

CONCRETE PIPE SADDLE

0330-061

GALVANIZED

STEEL STRAP,

1/8" x 3" WIDE

 

WIDTH "B" OF

SADDLE, SEE

NOTES BELOW

1" MIN NON-SHRINK

GROUT, POURABLE


